Bolevo’

JCF, insulation Piercing Connectors

Technical data

insulation Piercing Connectors

Type JCF,-240/95 JCF,-240/240 JCF,-380/240 JCF,-400/240
mm? 70-240 95-240 120-380 120-400
Main line section
AWG 2/0-00000 4/0-00000 250-00000
mm? 16-95 95-240 95-240 95-240
Branch section
AWG 5-4/0 4/0-00000 4/0-00000
: Nominal current 377 504 679
Quantity 2xM10 2xM10 2xM10
Bolt
H (Nm) H17(20Nm) H17(25Nm) H17 (37Nm) H17 (37Nm
Piercing depth 1525 1525 15256
Technical data
‘?i Type IPC2-95 IPC2-95T IPC2-150 IPC2-150T
mm® 16-95 16-95 50-150
Main line section
AWG
mm? 4-35 4-50 6-35 6-50
Branch section
_..ﬁ; AWG
C S Nominal current 180A 310A 180A 310A
Quantity 1x M8 1 x M8 1= M8 1 x M8
Bolt
H (Nm) H11{14Nm) H13(15Nm) H13(15Nm) H13(15Nm)
Piercing depth 22-1156 P AL 275146 275-146
Technical data
e | Type IPC3-95 IPC4-150 IPC8 IPC7
mm?® 25-95 50-150 120-240 120-300
Main line section
AWG
mm?® 25-35 50-150 25-120 10-95
Branch section
2 AWG
L | Nominal current 207A 230A 250A 207A
Quantity 1xM8 1=M8 1=M10 1=M10
Bolt
H (Nm) H17{22Nm) H20(23Nm) H33(37Nm) H33(37Nm)
Piercing depth 59-1156 8.2-146 58-183 3.5-205
Technical data
Type IPCEP IPCEPL
mm® 16-85 2535
- T Main line section
2 AWG
e il
= mm? 156 156
Branch section
AWG
Mominal current T0A T0A
Quantity 1= M6 1= M6
Bolt
H (Nm) H8(10Nm) H8(10Nm)
Piercing depth 1.88-11.5 1.38-7.0
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Technical data

L
Type JCF,-6/6 JCF,-10/10 JCF,-35/4 JCF,-35/6
mm? 0.75-6 25-10 4-35 6-35
Main line section
AWG 18-8 12-2 8-2
mm? 0.75-6 1.5-10 1.56-10 1.5-10
Branch section
o . . AWG 18-8 16-7 16-7
- Mominal current 4 86 86
Quantity 1xMé 1= M8 1 x M8
Bolt
H (Nm) — H10 (8Nm) H13 (9Nm) H13({8Nm)
Piercing depth —_ 1015 1520
Technical data
|
& Type JCF,-95/10 JCF,-50/35 JCF,-95/25 JCF,-85/35
mm?® 16-95 6-50 25-95 16-95
Main line section
AWG 5-4/0 8-1/0 3-4/0
mm? 1.5-10 6-35 2525 (2.5)6-35
Branch section
- AWG 167 8-2 (18)8-2
Mominal current 86 200 200
Quantity 1x M8 1 x M8 1 x M8
Bolt
H (Nm) H13 (9Nm) H13 (8Nm) H13 (9Nm) H13 (14Nm)
Piercing depth 1.02.0 1520 1.0-2.0
Technical data
" ol
Type JCF,-95/95 JCF,-150/150 JCF,-120/120 JCF,-150/05
mm?® 25-985 35-150 35-120 50-150
Main line section
AWG 3-4/0 2-300 2-250 1/0-300
mm?® 25-95 35-150 35-120 25-95
Branch section
o R AWG 3-4/0 2-300 2-250 3-4/0
MNominal current 377 437 504
Quantity 1x M8 1 x M8 1= M8 1 x M8
Bolt
H (Nm) H13 (18Nm) H13 (18Nm) H13 (18Nm) H13 (18Nm)
Piercing depth 1520 1.5-256 16256 15256
Technical data
Type JCF,-185/35 JCF,-100/100 JCF,-95/95B JCF,-185/150
- n 7
mm 50-185 60-100 25-95 50-185
Main line section
AWG 1/0-400 1/0-4/0 3-4/0 1/0-400
mm? (2.5)6-35 60-100 25-05 50-150
Branch section
AWG (18)8-2 1/0-4/0 3-4/0 1/0-300
[ ¥ Nominal current 200 377 377 504
Quantity 1x M8 2 x M8 2x M8 2 x M8
Bolt
H (Nm) H13 (14Nm) H13 (14Nm) H13 (4Nm) H13 (18Nm)
Piercing depth 1525 15256 16256 15256
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Type JOF,-120/120 JCF,;-240/185 JOCF,,-300/95 Custom drawing
Main line section mm® 50-120 95-240 95-300 300/400
AWG 1/0-250 4/0-00000 4/0-000000
) mm? 50-120 95-240 35-95 Any sizes
Branch section
3 AWG 2-250 1/0-400 3-4/0
Mominal current 437 679 &79 B530/679
Bolt Quantity 2x=M10 2=M10 2xM10 2xM10
H (Nm) H17(25Nm) H17(37Nm) H17(37Nm) H17(37Nm)
Piercing depth 45-60 45-60 4560 4560
Technical data
i
Type JCF-50/120JD JCF-85/240JD JCF-95/300JD
Main line section mm® 50-120 95-240 95-300
AWG 3 45
mm? 198 261 311
Branch section
AWG 2 x M8 2xM10 2xM10
- Mominal current H13(18Nm) H17(25Nm) H17(37Nm)
Quanti
[ Bolt o
H (Nm)
Piercing depth
JCF1 [1/JFVO0 flameproof low voltage(1kV)
Technical data
Type JCF1-6/6FVO JCF1-10/10FVO JCF1-35/4FVO JCF1-35/8FVO
mm?® 0.75-6 25-10 4-35 6-35
Main line section
AWG 18-8 12-2 8-2
mm?® 0.75-6 1.5-10 1.5-10 1.5-10
Branch section
AWG 18-8 16-7 16-7
Mominal current - 83 83
Bot Quantity 1xMé 1= M8 1 x M8
H (Nm) - H10{8Nm) H13{eNm) H13{8Nm)
Piercing depth - 10-15 1520
Wite goods number 20023 20024 20025
Technical data
Type JCF1-95/10FVO JCF1-50/35FVO JCF1-95/25FRV0 JCF1-85/35FVO
mm? 16-95 6-50 25-95 25-95
Main line section
AWG 5-4/0 8-1/0 3-4/0 3-4/0
) mm? 1.5-10 6-35 2525 (2.5)6-35
Branch section
AWG 16-7 8-2 13-3 (18)8-2
MNominal current 83 180 180 180
i Quantity 1x M8 1 x M8 1= M8 1 x M8
H (Nm) H13{8Nm) H13(8Nm) H13{8Nm) H13{14Nm)
Piercing depth 1020 1.5-20 1.0-20 1.0-2.0
Wiite goods number 20026 20030 20027 20028
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JCF1 [I/[FVO flameproof low voltage(1kV)

Technical data

insulation Piercing Conneclors

Type JCF1-95/85RV0 | JCF1-15Q/150FV0O | JCF1-120M120RV0 | JCF1-150/95RV0
mm?® 25-95 35-150 35-120 50-150
Main line section
AWG 3-4/0 2-300 2-250 1/0-300
mm?® 25-95 35-150 35-120 25-95
Branch section
AWG 3-4/0 2-300 2-250 3-4/0
Mominal current 339 453 - -
Bot Quantity 1=M8 1=M8 1= M8 1 x M8
H (Nm) H13(18Nm) H13(18Nm) H13(18Nm) H13(18Nm)
Piercing depth 1520 15-256 16256 15256
Wiite goods number 20029 20031 20033 20032
Technical data
Type JCF1-185/35FVO | JCF1-100/100FVO | JCF1-85/95BFVO | JCF1-185/150RV0O
mm?® 50-185 60-100 25-95 50-185
Main line section
AWG 1/0-400 1/0-4/0 3-4/0 1/0-400
) mm? (2.5)6-35 60-100 25-g5 50-150
Branch section
AWG (18)8-2 1/0-4/0 3-4/0 1/0-300
Mominal current 180 ] 5 £
i Quantity 1=M8 2x=M8 2 x M8 2xMs
H (Nm) H13(14Nm) H13(14Nm) H13(14Nm) H13(18Nm)
Piercing depth 15256 1.5-256 1.5-256 16256
Wiite goods number 20034 J 20035 20036
Technical data
Type JCF1-240/95FV0 JCF1-240/240FVO JCF1-400/240FVO
mm? 70-240 95-240 120-240
Main line section
AWG 2/0-00000 4/0-00000
mm? 16-95 85-240 95-240
Branch section
AWG 5-4/0 4/0-00000
MNominal current 339 477
- Quantity 2xM10 2xM10
H (Nm) H17{20Nm) H17(25Nm) H17(37Nm)
Piercing depth 1525 1525
Wite goods number 20037 20038
Technical data
Type IPC2-85T FVO IPC2-150 FVO IPC3-85 FVO IPC4-150 FVO
mm?® 16-95 50-150 25-85 50-150
Main line section
- AWG
~ mm® 4-50 6-35 25-95 50-150
Branch section
AWG
Mominal current 310A 1804 207A 230A
Bot Quantity 1=M8 1=M8 1x M8 1= M8
o = o H (Nm) H13(15Nm) H13(15Nm) H18(20MNm) H20(23Nm)
Piercing depth 22-1156 275-146 59-1156 82-146
Wiite goods number
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JCF1 [/ JFVO0 flameproof low voltage

Technical data

(1kV)

insulation Piercing Connectors

Type IPC8 FVO IPCEP FVO IPCEPLFVO
mm? 120-240 16-85 25-35
Main line section
AWG
i mm? 25-120 1.5-6 1.5-6
AWG
Nominal current 230A TOA T0A
Quantity 1xM10 1x M6 1x M6
ot H (Nm) H33(37Nm) H8&(10Nm) H8(10Nm)
Piercing depth 59-183 1.38-115 1.38-70
Wirte goods number
Test earthing ring of insulating pierce clamp
Technical data
Dimenslons(mm
e Main line piercing depth Applicable Quter diameter
section (mm?) (mm) voltage range of line with Al ring diameter LxW
outside isulation
JCF,-50/50 6-50 1520 1 12.8 10 102 =77
JCF,-120/120 50-120 1525 10 19.5 15 137 = 108

Selection table for test earting ring of insulated pierce clamp

Sectional cross area (mm?)

Sectional cross area oftest earthing ring (mm?)

Type
JCF,-50/50 6-50 50
JCF,-120/120 50-120 120

SFU-500/63 Fuse hase of insulated pierce clamp

Section cross area Section cross
of connected-in Rated Voltage (V) | Rated current (&) area of branch Fuse size
conductor from IPC (mm?)
10 500 63 256 R0O26 380V 63A
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